




47

P
la

y
b

a
c
k

1 Insert a disc you want to play.

The menu appears. 

Filter

Music Playing

Repeat

Mode

: Off

: Normal

Track01

Track02

Track03

Track04

Track05

Track06

Track07

Track08

/Track01.CDA1/8

e.g.

2 Select the track/file you want to play 
using  /  then press ENTER or PLAY.

Playback starts.

A slide show begins when playing JPEG file.

3 Press STOP to stop playback.

 To select the category of file

1 Select “Filter” using  /  /  /  then press 

ENTER.

The screen appears as below.

The check mark ( ) appears next to the category 

currently selected.

Photo

Video

e.g.
Select MP3 file
Select JPEG file
Select DivX file

Audio

2 Select the category using  /  then press 

ENTER to add/remove the check mark.

3 When complete, press  to return to the 

previous screen. 

The setting will be saved.

Note

• When using a commercially available audio CD, this function 

cannot be used.
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 Playing repeatedly

Select “Repeat” on the screen using  /  /  /  

during playback then press ENTER.

Each time you press ENTER, the repeat mode 

changes.

Repeats current folder. (MP3)

Off:

Single:

All:

Folder:

Resumes to normal playback.

Repeats current track.

Repeats all tracks in order. (Audio CD)

 Playing in Random/Intro order

Select “Mode” on the screen using  /  /  /  

during playback then press ENTER.

Each time you press ENTER, the playback mode 

changes.

Plays in random order.

Plays only music intro in order.

Normal:

Shuffle On:

Music Intro:

Resumes to normal playback.

Notes

• Some discs may not permit repeat, or random playback.

• Some functions such as REPEAT, RANDOM and 

SKIP (  / ) can be operated from the remote control 

directly.

Note of audio file playback

• The BITSTREAM/PCM jack outputs MP3 or DivX® sounds in 

the linear PCM format regardless of the current “Digital Out” 

selection. (Refer to “Function Settings”)

 Rotating a picture (JPEG files)

Press  /  while a picture is played.

The picture will be rotated toward the designated 

direction.

Note

• Rotation does not start immediately after a direction button is 

pressed.

Playing audio/video/picture files (continued)
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 Playing in a favorite order

 You can combine your favorite track/file and play in 

the order you determine.

1 Select “Edit mode” on the screen using 

 /  /  /  then press ENTER.

2 Position the cursor using   to the screen 

displayed track/file.

3 Select track/file you want to play using  /  then 

press ENTER.

The check mark ( ) appears next to the selected 

track/file.

4 Select “Add to program” using  /  /  /  then 

press ENTER.

The player memorizes the selected track/file.

5 Select “Program view” on the screen using 

 /  /  /  then press ENTER.

Programmed selections appear.

6 Press PLAY.

Playback starts in the order you programmed.

 To display recorded track/file

 Select “Browser view” on the screen then press 

ENTER.

 The track/file list of the disc appears.

 To cancel the programmed selections

1 Press STOP twice to stop playback.

2 Position the cursor using   to the screen 

displayed track/file.

3 Select track/file you want to cancel then press 

ENTER.

The check mark ( ) appears next to the selected 

track/file.

4 Select “Clear program” using  /  /  /  then 

press ENTER.

Program selections are cleared.

Note

• Some discs may not permit this function.
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Selecting the sound enhancement

1 Press E.A.M.*

The current sound enhancement setting appears.

* E.A.M. = Enhanced Audio Mode

2 Press E.A.M. repeatedly.

• [3D Off] 

Normal sound.

• [3D On] 

To obtain expansive virtual surround sound effects 

from just two speakers.

Notes

• Actual effects to sounds may vary depending on the speaker 

system. Make the selection to your preference.

• Actual effects to sounds may vary depending on the disc.

Adjusting the picture

DVD-V  VCD  CD DVD-V  VCD  CD

This function operates on the LCD of this player 

only. Cannot be effected on the screen of connected 

external equipment.

1 Press PICTURE.

The current picture setting appears.

2 Press PICTURE repeatedly to select the 
item.
Each time you press the button, the setup items 

changes as follows.

08Brightness

08

AUTO

Color

Screen

Invert

No display

See the list of next page about items and set contents.

The setting screen will disappear in a few seconds if 
not operated.
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On-screen Display mode

1 Press DISPLAY while pressing SHIFT 
during playback.

The current instructional information appears.

e.g.: DVD video disc

DVD Video 00:00:01              02:12:40

Title

Audio

Subtitle

Angle

Chapter 1/9

Bitrate 0.000Mbps

2/3

1/2 D 3/2.1Ch Eng

2/2 Eng

1/1

Current language

Current title number

Current chapter 
or track number

Current playback

audio
Camera
angle

Elapsed time of
the current title

Remained time of
the current title

Current 
bitrate value

Press DISPLAY while pressing SHIFT to turn off the 

display.

DVD-V  VCD  CD

3 Press  /  to adjust the value.

Invert Invert the picture on the screen.

Brightness 0 (Darker) to 16 (Brighter)

Color 0 (Paler) to 16 (Deeper)

Screen 4:3: The picture recorded on the DVD video disc will 
be played back in 4:3 picture format.

WIDE: Pictures will be expanded fully into the LCD 
screen.

AUTO: Pictures will be adjusted automatically 
according to the format (4:3 or 16:9) recorded 
on the DVD video disc.
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You can play the files in MP3, DivX® or JPEG format 

stored on a USB flash drive by connecting it to this 

player.

Before connecting a USB flash drive, refer to page 46  
and confirm the files you want to play are playable on 

this player.

1 Turn on this player and press MODE 
repeatedly to select “  (USB)”.

2 Insert a USB flash drive into the USB 
port of this player.

3 Select the folder/file you want to play 
using  / , then press ENTER or PLAY.

Playback starts.

A slide show begins when playing JPEG files.

For details on how to select the category of file, see 

page 47  .

4 Press STOP to stop playback.

USB flash drives that this player supports

The connection of the following types of USB flash drives is 

confirmed on this player.

Toshiba USB Flash Drive (1GB)

PNY USB Flash Drive (2GB/4GB)

(This player supports Full-Speed USB flash drives only.)

Note

• The USB operation of this player is confirmed only with the 

use of Toshiba USB flash drives (1GB) and PNY USB flash 

drives (2GB/4GB). When not using the above, the connection 

may not be available depending on the type of your USB 

flash drive.

USB flash 

drive

Playing the files stored on a USB flash drive
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 To remove a USB flash drive

1 Press MODE repeatedly to select “  (Normal)” 

(or “  (AV input)”).

2 Remove the USB flash drive from the USB port of 

this player.

Notes

• While the contents of the USB flash drive is being accessed 

to, or the access lamp of the USB flash drive is blinking, be 

careful not to remove the USB flash drive, turn off this player 

or change the mode of this player. Neglecting to do so may 

cause loss of data. (Depending on the type of USB flash 

drives, the access lamp may continue to blink even after 

data reading is complete on this player. Wait and confirm the 

access lamp of the USB flash drive stopped blinking.)

• Data transfer between this player and USB flash drives is not 

available.

• Refer to the instructions of your USB flash drive as well.
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Function Settings
You can change the default settings to customize performance to your preference.

 Customizing the function settings
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Customizing the function settings
DVD-V  VCD  CD

You can change the default settings to customize 

performance to your preference.

1  Press SETUP during stop.

 The setting menu appears.

2  Press 
 
/  to select the icon of the 

setting (listed below) to change, then 
press .

 

3  Press 
 
/  to select the setting you 

want to change, then press ENTER.

 

4  Change the selection by 
 
/  or 

other buttons, by referring to the 
corresponding pages 58 , then press 
ENTER.

 To change other settings, press  , then repeat steps 

2 to 4.

 

5  Press SETUP.

 The setting menu disappears, and the procedure 

finishes.

Icon Setting Disc Details

Language OSD Menu DVD-V  VCD  CD To select a preferred language for on-screen 

displays.

Subtitle DVD-V  VCD  CD To select a preferred language for subtitles.

Audio DVD-V  VCD  CD To select a preferred language for the sound track.

DVD menu DVD-V  VCD  CD To select a preferred language for disc menus.

DivX subtitle — To select the font for subtitles of the DivX file.
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Video

  

Aspect Ratio DVD-V  VCD  CD To select a picture size according to the aspect ratio 

of your TV, when connected to this player to monitor 

playback picture.

View Mode DVD-V  VCD  CD To select a picture size of the LCD.

Audio E.A.M. DVD-V  VCD  CD You can easily switch to a preferred audio 

enhancement. (E.A.M. = Enhanced Audio Mode)

D.R.C. DVD-V  VCD  CD To turn on or off a function that makes faint sounds 

easier to hear even if you lower the volume during 

late hours playback. (D.R.C. = Dynamic Range 

Control)

Digital Out DVD-V  VCD  CD To select an output sound format corresponding to 

your system connection.

Rating Parental control DVD-V  VCD  CD To turn the parental lock function on or off.

PBC DVD-V  VCD  CD To use the menu screen when playing a PBC- 

controllable VIDEO CD.

Screen saver DVD-V  VCD  CD To turn the screen saver on or off.

Default Default
—

To restore all settings to the factory set.

DivX Registration
—

To display information about DivX.
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 Language

OSD Menu DVD-V  VCD  CD

English: To view on-screen displays in English.

Subtitle DVD-V  VCD  CD

English:  To display subtitles in English.

Off:  To display no subtitles.

Notes

•  Some DVD video discs may be set to display subtitles 
in a different language than you selected. A prior subtitle 
language may be programmed on the disc.

•  Some DVD video discs allow you to change subtitle 
selections only via the disc menu. If this is the case, press 
the MENU button and choose the appropriate subtitle
language from the selection on the disc menu.

Audio DVD-V  VCD  CD

English: To play sound tracks in English.

Note

•  Some DVD video discs may be played in a different language 
than you selected. A prior language may be programmed on 
the disc.

DVD Menu DVD-V  VCD  CD

English:  To display disc menus in English.

Note

•  Some DVD video discs may not include your preselected 
language. In this case, the player automatically displays disc 
menus consistent with the disc’s initial language setting.

Customizing the function settings (continued)
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DivX subtitle   

Western European: To display subtitles in west 

European language.

Central European: To display subtitles in Central 

European language.

Cyrillic:  To display subtitles in Slavonic 

Cyrillic language.

Notes

•  Some DVD video discs may be set to display subtitles 
in a different language than you selected. A prior subtitle 
language may be programmed on the disc.

•  Some DVD video discs allow you to change subtitle 
selections only via the disc menu. If this is the case, press 
the MENU button and choose the appropriate subtitle 
language from the selection on the disc menu.

 Video

Aspect Ratio DVD-V  VCD  CD

4:3 :    Select when a standard 4:3 TV is connected.

16:9 :  Select when a 16:9 wide TV is connected.

Notes

•  The displayable picture size is preset on the DVD video disc. 
Therefore, the playback picture of some DVD video discs 
may not conform to the picture size you select.

•  When you play DVD video discs recorded in the 4:3 picture 
size only, the playback picture always appears in the 4:3 
picture size regardless of the TV shape setting.

•  If you select “16:9” and you own a 4:3 TV set, the DVD 
playback picture will be horizontally distorted during playback. 
Images will appear to be horizontally compressed. Always be 
sure that your TV shape conforms to the actual TV in use.

View Mode DVD-V  VCD  CD

Fill: Pictures are expanded horizontally and 

vertically to fit the shape of the screen. No 

picture cropping.

Original: Pictures are displayed in their original 

aspect ratios.

Auto Fit: Aspect ratios are automatically adjusted. 

Masking bars may appear on the top and 

bottom or left and right of picture.

Pan Scan: Pictures are cropped horizontally or 

vertically to fit the shape of the screen.

Note

•  Actual views may depends on disc content or the TV.
You may occasionally change the setting to your preference.
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 Audio

E.A.M. DVD-V  VCD  CD

Normal: 

Normal sound.

3D: 

To obtain expansive virtual surround sound effects from 

just two speakers.

Note

•  Pressing the E.A.M. button on the remote control also allows 
you to achieve the same setup. 

D.R.C. DVD-V  VCD  CD

On : 

Dynamic range is reduced.

Off : 

Full dynamic range is maintained.

Notes

•  This function works only during playback of Dolby Digital 
recorded discs.

•  The level of Dynamic Range Control may differ depending on 
the DVD disc.

Digital Out DVD-V  VCD  CD

Bitstream: 

Select when connected to an amplifier equipped with a 

Dolby Digital, DTS, MPEG1 or MPEG2 decoder. 

The player outputs digital audio signal in the bitstream 

format when you play a DVD video disc recorded in 

the Dolby Digital, DTS, MPEG1 or MPEG2 recording 

system.

Analog 2ch: 

Select when connected to a TV or stereo system via the 

analog audio jacks. 

PCM: 

Select when connected to a 2 channel digital stereo 

amplifier.

The player outputs sounds in the PCM 2ch format 

when you play a DVD video disc recorded on the Dolby 

Digital, MPEG1 or MPEG2 recording system.

Customizing the function settings (continued)
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 Rating

Parental control DVD-V  VCD  CD

DVD video discs equipped with the parental lock 

function are rated according to their content. The 

contents allowed by a parental lock level and the way a 

DVD video disc can be controlled may vary from disc to 

disc. For example, if the disc allowed you could edit out 

violent scenes unsuitable for children and replace them 

with more suitable scenes, or lock out playback of the 

disc altogether.

DVD video discs may or may not respond to the parental 

lock settings. This is not a defect in the player. Make 

sure this function works with your DVD video discs.

 To set the parental level

1 Press  /  /  /  to select “Parental control” and 

then press ENTER.

The password setting display appears.

2 Press the number buttons to create a personal 

5-digit security code then press ENTER.

The password sets.

3 Press  /  to select “Parental control” and enter 

the password you set then press ENTER.

4 Press ENTER while selecting “Parental control”. 

5 Press  /  to select the parental level to set and 

then press ENTER.

8 : Adult 7 : NC-17 6 : R

5 : PG-R 4 : PG-13 3 : PG

2 : G 1 : Kid Safe

 To change the parental lock level

1 Press  /  to select “Set password”.

2 Press the number buttons to enter the 5-digit 

security code then press ENTER.

 Follow the step “To set the parental level” to 

change the parental level.
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 To change your 5-digit security code

1 After selecting “Set password”, press the 9 button 

five times then press ENTER.

 The 5-digit security code is cleared.

2 After selecting “Set password”, press the number 

buttons to create a new 5-digit security code.

PBC DVD-V  VCD  CD

On : 

To use the menu when playing a PBC-featured VIDEO 

CD.

Off : 

When playing a VIDEO CD without using the menu.

Screen saver DVD-V  VCD  CD

On : 

The screen saver operates.

Off : 
The screen saver is disengaged.

 Default

Default

No : 

To not restore the function settings to their default 

settings.

Yes :

To restore the function settings to their default settings.

DivX Registration

The DivX information appears.

Return to “Default” if you press ENTER while it is 

displayed.

Customizing the function settings (continued)
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Connections
You can connect the player to a TV or audio system.

 Viewing on a connected TV

 Viewing pictures from connected video equipment

 Connecting to audio equipment

 Using the automobile/vehicle adapter or power port

 To turn the LCD monitor
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Viewing on a connected TV

You can connect a TV to this player to view playback 

picture on it.

1 Connect a TV to the AV OUT jack of this 
player.

Make the 

following setting.

Setting Select: Page

“Digital Out” “Analog 2ch” 60

Notes

•  Refer to the owner’s manual of the connected TV as well.
•  When you connect the player to your TV, be sure to turn off 

the power and unplug both units from the wall outlet before 
making any connections.

•  Connect the player directly to your TV. If you connect the 
player to a VTR, TV/VTR combination or video selector, the 
playback picture may be distorted as DVD video discs are 
copy protected.

To video input

To analog audio inputs

To AV OUT

Signal flow

TV

Audio/video cable 
(supplied)

VIDEO IN

AUDIO IN

L

R

Yellow (Video)

White (Left)

Red (Right)

Connection to
this jack 
disables the 
LCD of the 
player.
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Viewing pictures from connected video equipment

You can use the LCD of this player to monitor pictures of 

connected video equipment.

1 Connect video equipment to the AV IN 
jack of this player.

2 Press MODE repeatedly so that “  (AV 
input)” appears on the LCD.

The player is ready to display pictures of the 

connected equipment on the LCD. (AV input mode)

Notes

•  When supplying non-standard signals such as playback 
images from a video deck or images from a game player, 
some images may be displayed incorrectly.

 For example, shooting games, which shoots at a target on 
the screen with a light gun, may not work because of the 
LCD Colour monitor properties.

•  In the external AV input mode (  appears on the screen), 

screen saver function/auto power OFF function becomes 
ineffective.

To video output

To analog audio inputs

To AV IN

Signal flow
Audio/video cable (supplied)

Yellow (Video)

White (Left)

Red (Right)

Video equipment
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Connecting to audio equipment

You can enjoy high quality dynamic sounds by 

connecting the player to audio equipment.

The connecting method depends on the types of audio 

input, digital or audio.

Select the method according to the type of your 

equipment.

Caution
•  When you connect the player to other equipment, be sure to 

turn off the power and unplug all of the equipment from the 
wall outlet before making any connections.

•  Turn off the amplifier before you connect or disconnect the 
player’s power cord. If you leave the amplifier power on, the 
speakers may be damaged.

•  The output sound of the player has a wide dynamic range. 
Be sure to adjust the receiver’s volume to a moderate 
listening level. Otherwise, the speakers may be damaged by 
a sudden high volume sound.

Notes
•  Refer to the owner’s manual of the connected equipment as 

well.
•  If you place the player near a tuner or radio, the radio 

broadcast sound might be distorted. In this case, place the 
player away from the tuner and radio.

To BITSTREAM/PCM

Signal flow

AV amplifier

The following audio systems are 
compatible:

· Dolby Digital
· DTS
· MPEG2 audio
· 2 channel digital stereo

To digital audio input (coaxial)

Coaxial digital 
cable 
(not supplied)

Manufactured under license from Dolby Laboratories. Dolby and the 
double-D symbol are trademarks of Dolby Laboratories. Confidential 
Unpublished Works. ©1992-1997 Dolby Laboratories, Inc. All rights reserved.

Connecting to an AV amplifier (via  

digital audio input)

Make the 

following 

setting.

Setting Select: Page

“Digital Out”
“Bitstream”

or 
“PCM”

60

Manufactured under license under U.S. Patent #: 5,451,942 & other 
U.S. and worldwide patents issued & pending. DTS and DTS Digital 
Out are registered trademarks and the DTS logos and Symbol are 
trademarks of DTS, Inc. © 1996-2007 DTS, Inc. All Rights Reserved.
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Connecting to an audio system equipped 

with analog audio inputs

Make the 

following setting.

Setting Select: Page

“Digital Out” “Analog 2ch” 60
Note

•  DO NOT connect the BITSTREAM/PCM jack of the player to 
the AC-3 RF input of a Dolby Digital Receiver. This input on 
your A/V Receiver is reserved for Laserdisc use only and is 
incompatible with the BITSTREAM/PCM jack of the player.

CAUTION

•  When you are connecting (via the BITSTREAM/PCM 

jack) an AV decoder that does not have Dolby Digital, 

Digital Theater Systems (DTS) or MPEG2 decoding 

function, be sure to set “Digital Out” to “PCM” from the 

on-screen displays  60  . Otherwise, high volume sound 

may damage your hearing as well as the speakers.

•  When playing DTS-encoded discs (audio CDs), excessive 

noise may be output from the analog audio output 

jacks. To avoid possible damage to the audio system, 

you should take proper precautions when the analog 

audio output jacks of the player are connected to an 

amplification system. To enjoy DTS Digital Surround® 

playback, an external 5.1 channel DTS Digital Surround® 

decoder system must be connected to the BITSTREAM/

PCM jack of the player.

To analog audio inputs
To AV OUT

Signal flow

Audio system

Audio/video cable 
(supplied)

AUDIO IN

R

L

Red (Right)

White (Left)

Yellow (Video)

No need to connect.
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Using the automobile/vehicle adapter or power port

For use of the DVD player in a car, this adapter can 

power the DVD player from the cigarette lighter socket.

WARNING
•  NEVER operate the DVD player or view a DVD Video while 

operating an automobile or other vehicle. Note: doing so is 
illegal in many jurisdictions.
NEVER place a DVD player within the eyesight of a driver 
while he/she is driving an automobile/vehicle. Note: A DVD 
player located in the front seating section of a vehicle is 
illegal in many jurisdictions.

 Failure to observe the above instructions could result in the 
driver’s inattention to and/or distraction from road hazards.

•  NEVER place a DVD player in a location where it could 
interfere with the proper deployment and/or performance of 
an air bag.

 Failure to observe this instruction could result in the 
prevention of an air bag to properly and/or effectively deploy.

•  Do not use an adapter other than the model supplied, to 
power the player. Do not use the supplied vehicle adapter to 
power an apparatus other than this player. Neglecting these 
may cause smoke, fire or electrical shock to human body.

•  This adapter is intended for exclusive use in automobiles/
vehicles with a DC 12V negative ground electrical system. 
NEVER use this adapter with a DC 24V configured or a DC 
12V positive ground electrical system automobile/vehicle.

 Consult your vehicle owner’s manual before using this 
adapter.

•  ALWAYS use caution when touching the adapter, cigarette 
lighter socket or power port. The adapter, lighter socket and 
power port may become heated after prolonged use.

•  Do not charge the battery pack which is attached to the 
DVD player by the adapter. Doing so may cause smoke, fire 
or electrical shock to human body. Whenever you use the 
adapter, be sure to remove the battery pack from the DVD 
player to prevent it being charged by the adapter.

•  Do not touch the adapter with wet hands. Do not get liquid on 
the adapter.

The LED illuminates 

when powered.
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1 Be sure to turn off the DVD player then remove 

the battery pack from the player. 
(Note: Charging the battery pack with the vehicle adapter 
may cause smoke, fi re of electrical shock to human body. 
ALWAYS remove the battery back before using the vehicle 
adapter.)

2  Turn on the vehicle engine so that the cigarette 

lighter socket or power port is powered. In some 

vehicles the cigarette lighter socket or power port 

is powered even when the vehicle’s engine is not 

running. It is important that the vehicle owner’s 

manual be consulted.

3  Insert the plug of the adapter into the cigarette 

lighter socket or power port fully.

4  Insert the pin plug of the adapter into the DC IN 

12V jack of the DVD player.

5 Turn on the DVD player.

6  When disconnecting the DVD player, first turn off 

the DVD player, then remove the adapter pin plug 

from the DVD player and then the power plug 

from the cigarette lighter socket or power port.

7 Before turning off the vehicle engine or leaving 

the vehicle, be sure to turn off the player then 

remove the adapter pin plug from the DVD player.

Specification

Operating temperature: 5 ~ 35°C (41 ~ 95°F)

Operating humidity: 30 ~ 80%

Storage temperature: -10 ~ 50°C (14 ~ 122°F)

Storage humidity: 20 ~ 80%

Notes

•  Before turning on the vehicle engine, remove the power plug 
of the adapter from the cigarette lighter socket or power port. 
Neglecting this may cause malfunction of the DVD player.

•  If the cigarette lighter socket or power port is dirty, be sure 
to clean it before connecting the power plug of the adapter. 
Dusts or stains of the cigarette lighter socket or power port 
may heat the connected plug while operating, and may 
damage the adapter.

•  Do not leave the adapter in an unoccupied vehicle to avoid 
exposing it to unusually high ambient temperatures.

•  Before turning off the vehicle engine, first turn off the DVD 
player then remove the plug of the adapter from the cigarette 
lighter socket or power port. Turning off the vehicle engine 
while the DVD player is powered via the adapter may cause 
damage to the DVD player.

•  When the DVD player is not in use be sure to remove the 
adapter power plug from the cigarette lighter socket or power 
port and the pin plug from the DVD player.

(Continued)
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Using the automobile/vehicle adapter or power port (continued)

•  Do not force the adapter into an incompatible lighter socket 
or power port.

•  Avoid dropping the adapter or placing heavy objects on it. 
Never use the damaged adapter.

•  Do not pull the adapter power cord when removing it from a 
socket or power port.

 Always grasp and pull the body.
 Failure to do so could cause damage to and malfunction of 

the adapter.
•  Do not operate the DVD player using the adapter for a 

prolonged period with the car engine off. The car battery may 
be too exhausted to turn the engine on.

•  Depending on the vehicle model or the location of the 
cigarette lighter socket, this adapter may not be applied.

•  In some vehicles the cigarette lighter socket is powered even 
when the vehicle’s engine is not running. Using the cigarette 
lighter socket for power when the engine is not running will 
drain the car’s battery. 

•  Never add any devices to the cigarette lighter socket or 
power port to apply the adapter. These may damage the 
DVD player or themselves or may cause fire.

•  If noises are heard while operating the car radio, etc, remove 
the power plug of the adapter from the cigarette lighter 
socket or power port.

•  If playback pictures are distorted while operating, move the 
DVD player away from the adapter.
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To turn the LCD monitor

You can turn the LCD monitor 180 degrees.

 To turn the LCD monitor

1 Put the player on a level place such as a desk.

2  Open up the LCD monitor vertically.

3 While holding the lower side of the player, turn 

the LCD monitor slowly 180 degrees to the 

direction of “TURN” until it clicks.

4 Adjust the angle of the LCD monitor.

 The LCD monitor can be laid flat at the maximum.

 To put back the LCD monitor

1 Open up the LCD monitor vertically.

2  While holding the lower side of the player, 

turn the LCD monitor slowly 180 degrees to 

the direction of “REVERSE” until it clicks.

Notes
•  The LCD monitor does not turn over 180 degrees or to the 

opposite direction. Do not force the LCD monitor to turn over 
180 degrees or to the opposite direction. It may damage the 
LCD monitor.

•  Do not store the player or attach/detach the battery pack with 
the screen side up. Otherwise, the LCD monitor will get dust 
on the screen or be damaged by an unexpected shock.
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Output sound conversion table

*PCM: down sampling PCM

•  Signals of 88.2 kHz or higher from the BITSTREAM/PCM jack are down converted to 44.1 kHz or 48 kHz when:

 – “3D On” is selected.

 – a copyright protected disc is played.

•  Quantization will be limited to 16 bits in a copyright protected disc.

48 kHz

96 kHz

PCM

PCM*

Yes

Yes

PCM

PCM*

Sound recording systemDiscs

DVD 
video discs

Linear
PCM

Dolby Digital Bitstream PCM Yes

Bitstream

Bitstream

Bitstream Bitstream No

PCM

Bitstream

PCM Yes

NoBitstream

PCM Yes

PCM Yes

No

No

Yes

Yes

Bitstream Yes

Bitstream No

Bitstream Yes

NoBitstream

Bitstream Yes

PCM Yes

VIDEO CDs

AUDIO CDs

DTS

MPEG1

MPEG1, MPEG2

Linear PCM 44.1 kHz

DTS

BITSTREAM/PCM
jack

Speakers/AV OUT jack/
Headphone jacks

BITSTREAM/PCM
jack

Yes

Yes

Yes

No

Yes

Yes

No

Yes

Speakers/AV OUT jack/
Headphone jacks

“Bitstream”

BITSTREAM/PCM
jack

Speakers/AV OUT jack/
Headphone jacks

“Analog 2ch” “PCM”

Audio selection and outputs
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Before calling service personnel

Symptom Cause Correction

No power. •  The AC adapter or power plug is 

disconnected.

• Connect the AC adapter or power plug securely.

•  The battery pack has been removed. •  Install the battery pack.

•  Battery empty. •  Re-charge the battery.

The LCD turned off by 

itself.

• The automatic LCD off function turned 

the LCD off.

•  Turn on the player again.

No picture on the LCD 

monitor.

•  The AV OUT jack is connected. • When you use the LCD of the player, unplug the AV OUT jack.

No picture. (Other than 

built-in LCD monitor)

•  The connected TV is not set to receive 

DVD signal output.

• Select the appropriate video input mode on the TV so the picture from 

the player appears on the TV screen.

No sound. •   The equipment connected via the 

audio/video cable is not set to receive 

DVD signal output.

•  Select the correct input mode of the audio receiver so you can listen 

to the sound from the player.

•  The volume is too low. • Adjust the volume by turning the volume control.

•  The audio receiver or TV is turned off. •  Turn on the equipment connected with the audio/video cable.

•   The setting of output sound format is    

 incorrect.

• Select the proper audio setting.

 The playback picture has 

occasional distortion.

•  The disc is dirty. • Eject the disc and clean it.

•  Player is in fast forward or fast reverse 

mode.

•  Sometimes a small amount of picture distortion may appear. This is 

not a malfunction.

•  The player was moved or given a 

 shock.

•  Vibrating or shaking the player during playback may produce 

distortion. This is not a malfunction. If not restored to usual status, stop 

playback and start again.

•  The disc is not set firmly. •  Remove the disc and set it again.

Brightness is unstable or 

noises are present in the 

playback pictures. (Other 

than built-in LCD monitor)

•  The effect of copy protection. If you 

connect the player to a VTR, TV/VTR 

combination or video selector, the 

playback picture may be distorted as 

DVD video discs are copy protected.

•  Connect the player directly to the TV. Avoid connecting the player to a 

VTR or TV/VTR combination.

Check the following guide for the possible cause of a problem before contacting service.
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Before calling service personnel (continued)

Symptom Cause Correction

The player does not start 

playback.

•  No disc is inserted. • Insert a disc.

•  An unplayable disc is inserted. •  Insert a playable disc. (Check the disc type, colour system and region 

number.)

•  The disc is inserted upside down. • Insert the disc with the playback side down.

•  The disc is not inserted securely. •  Insert the disc securely in the disc holder.

•  The disc is dirty. •  Clean the disc.

•  The parental lock function is set. •  Cancel the parental lock function or change the parental lock level.

•  The player is set to the external input 

mode (AV input).

•  To play a disc with the player, Normal needs to be set. Press MODE 

repeatedly so that you can view playback picture.

Playback does not follow 

the course of the disc’s 

program.

•  It is in the repeat playback mode, 

memory playback, etc.

• These operations may prevent a proper progression of the contents.

Buttons do not work. • Power supply fluctuations or other 

abnormalities such as static electricity 

may interrupt correct operation.

•  Turn the power on or off with the POWER switch. Or disconnect the 

power cord and insert it into the wall outlet again.

This player does not 

display the files stored 

on a USB flash drive 

connected.

• The mode of this player is set to “  ” 

or “  ” . 
• Change the mode of this player to “  ”.

• This player does not recognize a USB 

flash drive connected.

• Use a USB flash drive that this player supports.

The remote control does 

not work properly.

• The remote control is not pointed at 

the remote sensor of the player.

• Point the remote control at the remote sensor of the player.

•   The remote control is too far from the 

player.

• Operate the remote control within about 3 m (9.9 feet).

•  The batteries in the remote control are 

exhausted.

•  Replace the batteries with new ones.

•  The player’s remote sensor is exposed 

to a strong light source such as direct 

sunlight or other illumination.

• Avoid the player from being exposed to a strong light source.
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Specifications

 Player

Power supply
 DC 12 V (Rated current : 2 A (Maximum: during battery 

pack charging)) 

100 – 240 V AC, 50/60 Hz (with the supplied AC adapter)

Mass
 approximately 1.35 kg

External dimensions
 267 × 34 × 167 mm (W/H/D)

Signal system
 PAL/3.58NTSC

Laser
 Semiconductor laser, wavelength 650 nm / 795 nm

Frequency range
 DVD linear sound : 

 48 kHz sampling 4 Hz to 22 kHz

 96 kHz sampling 4 Hz to 44 kHz

Operating conditions
 Temperature: 5°C to 35°C (41°F to 95°F)

 Operation status: Horizontal

 Connectors

AV output (AV OUT)
  ø3.5mm mini jack × 1 

 Video: 1.0 V (p-p), 75Ω, negative sync.,

 Audio: 2.0 V (rms), 100Ω

AV input (AV IN)
  ø3.5mm mini jack × 1 

 Video: 1.0 V (p-p), 75Ω, negative sync.,

Audio: 2.0 V (rms), 10kΩ

Audio output (BITSTREAM/PCM)

Coaxial digital terminal (ø3.5mm) × 1

USB interface

USB port × 1

Headphone terminal

  ø3.5mm stereo mini jack × 2
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 Liquid crystal display

Panel size
 22.8 cm (9 inches diagonally measured)

Projection system
 TN colour transmission

Driving system
 Amorphous silicon TFT active matrix

Resolution
 640 (H) × 220 (V) pixels (effective pixel rate : 

more than 99.99%)

• This model complies with the specifications.
•  Designs and specifications are subject to change without 

notice.
•  This model may not be compatible with features and/or 

specifications that may be added in the future.

 Supplied accessories

Audio/video cable..............................................................1

Remote control (MEDR16UX)..........................................1

Coin-shaped battery (CR2025).......................................1

AC adapter (ADPV16A).....................................................1

Power cord.........................................................................1

Battery pack (SD-PBP91E)................................................1

Vehicle adapter (MEDC01AX)...........................................1

Headphones......................................................................1

Carrying case....................................................................1

Owner’s   Manual ................................................................1

Specifications (continued)
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